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2-bit ARM proc
able for user ap
sh supports do
ats, fonts and

e)  
USB ports (bot
nominal) remo
ery charger 
certified AC ad
ts 
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CPCL Font
203 dpi (8 d

Fonts 

0 (Standard) 
1 (min. width) 
1 (max. width) 
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4 Size 0 (max. w
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T 48 x 42
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0 U-L-D 
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0.394 x 0.349
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 Unicode Sw
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ZPL Graph
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0
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x Print 
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0
1

dia Roll OD 2
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Width 
(dot) 
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, QR Code, Da
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um print qualit
ebra supplies 

QLn220 

0.63″ (16mm) / 
2.18″ (55.4mm) 

1.9″ (48mm) 

2.3 mil (0.058mm
6.5 mil (0.165mm
label stock 
5.5 mil (0.140mm
tag stock 
0.5″ (12.7mm) / 
32″ (813mm) 

0.75″ (19mm) or 
1.375″ (34.9mm)

2.2″ (55.9mm) 
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ty and printer p
is recommend
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1.0″ (25m
3.125″ (7
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m) / 
m) 
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2.3 mil (0
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label sto
5.5 mil (0
tag stock
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32″ (813

 
) 
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0.058mm) / 
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nternet Pr
Ethernet) 
 UDP / TCP 
 DHCP / Boo
 FTP / Mirror
 HTTP 
 SMTP / POP
 Telnet 
 LPD 
 SNMP 

Cabled Com
 USB 2.0 Fu

- Mini-B c

 Serial Interfa
communicat
Kbps 

- Default 
None; D
RTS/CT

- Software
commun

- Serial P

Pin 
Number 

S
N

3 R

2 T

6 D

5 G

4 D

8 R

1 C

7, 10 - 14 

otocols (ov

otP 
r 

P3 

mmunicati
ll-speed Interf

connector with

ace: 14-pin RS
tion to termina

Parameters: B
Data Bits-8; Sto
TS  
e (XON/XOFF
nication hands
ort Pin definiti

Signal 
Name 

Signa
Type

RXD Input

TXD Outpu

DTR Outpu

GND  

DSR Input

RTS Outpu

CTS Input

  

ver 802.11

ions Speci
face (12 Mbps

 optional strai

S-232C port fo
al or other hos

Baud Rate-19,
op Bits-1; Han

F) or hardware
shake protoco
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e 
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t Receive Da

ut Transmit D

ut 
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mA max. 

Ground 

t 

Data-set re
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enabled). 

ut Request to 

t Clear to Se

Reserved 
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) 

n relief 
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t up to 115.2 

200; Parity- 
ndshaking 

 (RTS/CTS) 
ls  

scription 

ata 

ata 

nal ready. Set 
printer is on. 
5VDC @ 300 

eady. Low-to-
tion turns printer 
-low transition 

er off (if 

Send 

end 
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Print duty cycle
DC charging in
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Width 

Depth 

Weight 
w/battery) 

n220 is 9% sm

n320 is 23% sm
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ecification

0 mAh (nomina
ble Li-Ion 
ycles (full char
ded, 600 cycle
tatus via front 
t, date first use
e time: 4 hour

e: 3,000 inches
put: 12 VDC ±

ecifications

QLn220 

2.75″ (70mm

3.5″ (89mm)

6.5″ (165mm

1.25 lbs (0.57 k

maller by volum

maller by volu

O CHANGE WIT

s  

al) 18.1 Wh re

rge and discha
es maximum 
panel or remo

ed, serial num
rs 

s/day (76,200
± 10% at 2A m

s 

Q

m) 3.3″

) 4.6″

m) 6.8″

kg) 1.6 lb

me than the QL

me than the Q
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QLn320 

″ (84mm) 

 (117mm) 

 (173mm) 

bs (0.72 kg) 

L220 

QL320 



 

S
©
a

 

E








 

H
o









 
 

SPECIFICATIONS AR
©2014 ZIH Corp. Link-
all product names and 

Environme
 Operating T

- Healthca

 Charging Te
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 IP Rating: 4

Healthcare
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 Disinfectant
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“Guide to Di
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- Ammon
- Hydroge
- Phospho
- Bleach/s
- Mild dish

 QLn420 / ZT
protection 

 Allows front-
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- Black ba
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- Serial po
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Temperature 
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emperature: 32
perature: 32°F

mperature: -13
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on: 10% to 90%
: 10% to 90% 

3 (IP54 with s

e Features 

-ready plastics
eaning agent 
isinfecting and
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yl and Ethyl al
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en peroxide 
oric acid 
sodium hypoc
h soap 

T200-style me

-panel configu

el length 
ar or gap sens
y timeout 
ort baud rate 
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ts 

NGE WITHOUT NOT
head graphic, ZebraN
ademarks. All rights re
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2°F (0°C) to 1

2°F (0°C) to 1
F (0°C) to 122
3°F (-25°C) to 

% non-conden
non-condens

oft case) 

(Healthcare
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ingredients (s

d Cleaning Zeb
: 
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enu system wit

uration of: 

sor selection 

dapter for med
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Net and ZPL are tradem
eserved.  All other trad

22°F (50°C) 

04°F (40°C) 
°F (50°C) 
158°F (65°C)

nsing  
ing  

e models 

see separate 
bra Healthcare

ng wipes) 

th password 
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marks of ZIH Corp, re
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Emissions: FC

, EN60950, E
Susceptibility:

N61000-4-4, a
Safety: CE, UL

eventative 
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ular basis usin
aning supplies.
ails. 
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